Technology Development Company

1iFace 800

:) Multi-biometric lIdentification Time Attendance & Access Control Terminal

CPU: Mult1-Bio CPU 800 MHz
Camera : High Resolution Infrared Camera

Display : 4.3” TFT Touch Screen
Fingerprint Sensor : S00DPI Optical Sensor

Face Capacity : 1200 (1:N)

Fingerprint Capacity : 2000

Transaction Capacity : 1,00,000

Inbuilt Proximity Card Reader
Communication : TCP/IP, RS232/485, USB-Host
Access Control Interfaces For : EM Lock,
Door Sensor, Exit button

Wiegand Signal : Output

Power Supply : 12V | 3A

Verification Speed : <=2 sec

Operating Temperature : 0°C - 45°C
Operating Humidity : 20% - 80%
Dimension(LxWxT) : 193.6 x 165 x 111 mm

Visit Us at: www.esslindia.com

Standard Functions:
Automatic Status Switch
Self Service Query

Work Code
T9 Input

9 Digit User ID
DST

Optional Features:

ID card / Mifare card
Wi-F1, GPRS
Battery back-up upto 4 hours
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Disclaimer: Brief specifications are mentioned here.Specifications may change without prior notice. Customers are advised to check with us before purchase. Actual product may
differ slightly to that depicted for ongoing product development
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